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Business  
Machine

2 1/2 1 1/8 Polyolefin Plain 200 2-1/2-25-511-4 3 5/16 2 3/8
1 3/8 Polyolefin Ball 350 2-1/2-3A-522-2 3 7/16 2 1/2

3 1 1/4 Polyolefin Plain 300 3-W25-521-4 3 13/16 2 7/8
1 1/2 Phenolic Plain 300 3-W25-121-4 3 13/16 2 7/8

3 1 1/4 Polyolefin Plain 300 3-W26-521-4 3 13/16 N/A
1 1/2 Phenolic Plain 300 3-W26-121-4 3 13/16 N/A

2 1/2 1 1/8 Polyolefin Plain 200 2-1/2-14-511 3 5/16 2 3/8
1 3/8 Polyolefin Ball 350 2-1/2-34-522 3 7/16 2 1/2

3 1 1/4 Polyolefin Plain 300 3-W14-521 3 13/16 2 7/8
1 1/2 Phenolic Plain 300 3-W14-121 3 13/16 2 7/8

2 1/2 1 1/8 Polyolefin Plain 200 2-1/2-13-511 3 5/16 2 3/8
1 3/8 Polyolefin Ball 350 2-1/2-36-522 3 7/16 2 1/2

3 1 1/4 Polyolefin Plain 300 3-W13-521 3 13/16 2 7/8
1 1/2 Phenolic Plain 300 3-W13-121 3 13/16 2 7/8

FEATURES CASTER OPTIONS
4	Design: low profile design 

for lower equipment height.

4	Finish: bright zinc plating 
to resist rust and corrosion.

4	Swivel Construction:  
durable double ball 
raceway.

4	Axle: Nut and bolt axle.

	 2-1/2” wheels use 5/16” 
diameter axle.

	 3” wheels use 3/8” 
diameter axle.

4	 VertiLoc® Brake:  Available on 
3” models only. To order, add 
“VL” to end of model number.

4	 PosiLoc® Brake:  Available on 
3” models only. To order, add 
“PL” to end of model number. 

4	 Black Oxide Finish:  consult 
factory.  

4	Optional plates and stems:  wide variety 
available–consult factory. 
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Swivel Top Plate
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Top Plate Size:  2-3/8” x 3-5/8” • Bolt Hole Centers:  1-3/4” x 3” • 
Mounting Bolt:  5/16” diameter

Top Plate Size:  2-3/8” x 3-5/8” • Bolt Hole Centers:  1-3/4” x 3” • 
Mounting Bolt:  5/16” diameter

Stem Size:  7/16” diameter x 1-3/8” long

Standard Stem Size:  1/2” diameter-13 x 1-1/2” long

Rigid Top Plate

Spring Ring Stem

Threaded Stem

Business Machine

Capacity to 350 pounds each
Single Wheel

3-W25-521-4
(shown in photo)

3-W26-521-4
(shown in photo)

3-W14-521
(shown in photo)

3-W13-521
(shown in photo)
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